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LUMINAIRES

ELYXE
Design : L. DAVY

ELYXE
Luminaire designed: L. DAVY 

LX-R, LX-C, LX-A LX-D LX-P LX ORA
LEDS 22/30/32

Elyxe cultivates the sense of paradox; 

on one hand, rigorous, tight, elementary 

forms drawn together to construct 

a volume, evoking a personality 

with, on the other hand, a resolutely 

contemporary balance.

Elyxe offers - always on a modern level 

- a choice of lighting effects, whether 

we are seeking a marked atmosphere or 

functional effi ciency.
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LUMINAIRES

• Luminaire available in 1 size

• Luminaire available in 6 versions : LX-R, LX-C, LX-A, LX-I, LX-D and LX-P

• Luminaire available in top mounted or suspended versions

• Injection die cast aluminium body

• Extruded aluminium arms

• Clear polycarbonate protective globe on Louvre and Domino versions

• Thermally toughened glass

• Control gear in the upper luminaire body

• Polyester powder coating, any RAL colour available, please enquire for other 

colours

• IP66 

• 60 joules, versions with polycarbonate protective globe - IK08, other versions

• Luminaires pre-wired

• Class I or II

• Refl ectors in polished, anodised aluminium

INFORMATION FOR SPECIFIERS

IP RATING
• Degree of protection IP66 according to standard EN 60529

• Extruded silicone pneumatic gasket

• Luminaire breathes through activated carbon fi lter

• Cable gland with anchoring device

ECO DESIGN
• Elyxe includes ferromagnetic and electronic ballasts and dimming 

solutions

• Complies with the European RoHS directive

• Elyxe is eligible for the Energy Effi ciency Certifi cate:

LX-R, LX-A, LX-C: ULOR < 3 %

LX-I, LX-D, LX-P: ULOR < 20%

• Recyclability rate over 95 %

MATERIAL ANALYSIS
• LX-R, C, A: Aluminium 83%, Glass 5%, Steel 9%, Plastic 1%, Other 2%

• LX-D: Aluminium 75%, Glass 6%, Steel 4%, Plastic 13%, Other 2%

• LX-I: Aluminium 93%, Steel 5%, Other 2%

• LX-P: Aluminium 79%, Plastic 14%, Steel 5%, Other 2%

LX-R, LX-C, LX-A

LX-P

LX-I

LX-D

ELYXE
Luminaire designed: L. DAVY

Ø 680
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Ø 680

ELYXE SUSPENDU

ELYXE
Refl ectors Road Circular Asymmetrical Domino Louver Indirect 

Recommended heights 3 to 6m

Applications Urban roads, pedestrian walkways, cycle paths, squares, parks and pedestrian areas

Montage
Top mounting on Ø 60/62mm pole or special Ø 76mm pole with Ø 60mm x 85mm reducing bush

Top mounted or suspended from an Indigo wall bracket with integrated connection box



PHOTOMETRIC DISTRIBUTION

LX-R LX-C LX-A LX-D LX-P LX-I

Montage
Top mounting on Ø 60/62mm pole or special Ø 76mm pole with Ø 60mm x 85mm reducing bush

Top mounted or suspended from an Indigo wall bracket with integrated connection box

Dimensions 
Diam.

Haut.

680mm

720mm (Top-mounted Elyxe), 669mm (Suspended Elyxe)

Weight 16,5kg

Windage 0,08m² 0,16m² 0,08m²

Source 

accessibility

Accès à la lampe et aux appareillages après l’ouverture du corps supérieur 

assurée par l’action d’un verrou invisible        

L’ouverture du corps inférieur permet d’accéder directement à la 

lampe après dépose du bouchon étanche quart de tour

Refl ectors Road Circular Asymmetrical Domino Louver Indirect

Power unit Ferromagnetic and electronic
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- 45 ° 45 °

0
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ELYXE VERSION OPTIQUE ROUTIERE - COSMO WHITE 60 W PGZ12

Imax = 314 cd/klm

320 0 °

C90 - C270

C0 - C180

C20 - C160 Mât = 4,5m

0.00
0.00

Courbe isolux 

18.00 m
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ELYXE VERSION OPTIQUE DOMINO - IM 150 W G12

Imax = 173,5 cd/klm

180 0 °

C90 - C270

C0 - C180

C25 - C155 Mât = 4,5m

0.00
0.00

Courbe isolux 

18.00 m

18.00 m

1010
2020

4040

3030

- 90 ° 90 °

- 45 ° 45 °
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ELYXE VERSION OPTIQUE ASYMETRIQUE - COSMO WHITE 60 W PGZ12

Imax = 810,5 cd/klm

820 0 °

C90 - C270

C0 - C180

C75 - C105 Mât = 4,5m

0.00
0.00

Courbe isolux 

18.00 m

18.00 m
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- 45 ° 45 °

0
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ELYXE VERSION OPTIQUE PARALUME - IM 100 W E40

Imax = 124,5 cd/klm

130 0 °

C90 - C270

C0 - C180

C220 - C320 Mât = 4,5m

0.00
0.00

Courbe isolux 

18.00 m

18.00 m
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0
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ELYXE VERSION OPTIQUE CIRCULAIRE - COSMO WHITE 60 W PGZ12

Imax = 262,5 cd/klm

270 0 °

C90 - C270

C0 - C180

C45 - C135 Mât = 4,5m

0.00
0.00

Courbe isolux 

18.00 m

18.00 m

2525 1919

1313
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- 90 ° 90 °

- 45 ° 45 °

0
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ELYXE VERSION OPTIQUE INDIRECT - IM 150 W G12

Imax = 109 cd/klm

110 0 °

C90 - C270

C0 - C180

C255 - C285 Mât = 4,5m

0.00
0.00

Courbe isolux 

18.00 m

18.00 m

1010

2020

4040
5050

6060

3030

SOURCES

 Model
HPS 

(E27)

HPS 

(E40)

MH 

(G12)

MH

(E27)

MH 

(E40)

MH 

(PGZ12)
Fluocompact

LX-R

road

refl ector

50W 100W 35W 35W 100W 45W /

70W 150W 70W 70W 150W 60W /

/ / 100W / / 90W /

/ / 150W / / 140W /

LX-C

circular

refl ector

50W 100W 35W 35W 100W 45W /

70W 150W 70W 70W 150W 60W /

/ / 100W / / 90W /

/ / 150W / / 140W /

LX-A

asymmetrical 

refl ector

50W / 35W 35W / 45W /

70W / 70W 70W / 60W /

/ / 100W / / 90W /

/ / 150W / / 140W /

LX-P

Louver

50W 100W / 35W 100W 45W 36W

70W 150W / 70W 150W 60W 42W

/ / / / / 90W 57W

/ / / / / 140W /

LX-I

Indirect

/ / 35W / / 45W /

/ / 70W / / 60W /

/ / 100W / / 90W /

/ / 150W / / 140W /

LX-D

Domino

/ / 35W / / / /

/ / 70W / / / /

/ / 100W / / / /

/ / 150W / / / /

Upper body

Access to the lamp (except 

LX-I) and the control gear after 

opening the upper body by 

undoing an invisible locking 

device

Safe maintenance thanks to 

electrical disconnection as soon 

as the upper body is opened 

and is held in the open position 

by a safety stay

Lower body

This is opened and closed by 

means of two locking screws

The upper body swivels on a 

hinge to give free access to the 

lower body and therefore the 

power supply cable secured by 

a cable gland with anchoring 

device

Opening the lower body, for an 

LX-I, gives direct access to the 

lamp after removing the quarter 

turn sealing plug

MAINTENANCE 1

2

3

4



LED LUMINAIRES

• Luminaire available in 1 size

• Luminaire available in top mounted or suspended versions

• Injection die cast aluminium body

• Extruded aluminium arms

• Polyester powder coating, any RAL colour available, please enquire for other 

colours

• IP66 

• IK08

• Luminaires pre-wired

• Class I or II

• Control gear in the upper luminaire body

• ORALEDS 22, 30 or 32 modules equipped with ORALENS, lenses, colour 
textured grey 2150 or 2900 

• Colour temperatures: 4,100 K and 3,000 K

INFORMATION FOR SPECIFIERS

IP RATING

• Degree of protection IP66 according to standard EN 60529

• Extruded silicone pneumatic gasket

• Cable gland with anchoring device

• Luminaire breathes through activated carbon fi lter

ECO DESIGN

• Complies with the European RoHS directive

• ULOR < 3%

• High recyclability rate

MATERIAL ANALYSIS

• Aluminium 89%, Other 5%, Steel 4%, Plastic 2%

ELYXE
Modules ORALEDS 22 ORALEDS 30 ORALEDS 32

Recommended heights 3 to 6m

Applications Voies urbaines, voies piétonnes, voies résidentielles, pistes cyclables, places, parcs et espaces piétons

Montage
Top mât Ø 60/62 mm ou sur mât spécifi que / Ø 76 mm avec embout réducteur Ø 60 mm x 85 mm

Porté ou suspendu sur applique murale Indigo à coffret de raccordement intégré

ELYXE

ELYXE
Luminaire designed: L. DAVY
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Opening and closing

Luminaire opened by undoing an 

invisible locking device {1}

Upper lid held open by a safety 

stay {2}

ORALEDS maintenance

Direct access to the ORALEDS 

module 

Removable  module, can be 

changed on site

MAINTENANCE

MECHANICAL INTERFACES

PHOTOMETRIC DISTRIBUTION

ELYXE

Mounting
Top mounting on Ø 60/62 mm pole or special Ø 76 mm pole 

with Ø 60 mm x 85 mm reducing bush

Dimensions
Diam.

Height

680mm

720mm (Top-mounted Elyxe) and 670mm (Suspended Elyxe)                          

Weight 15,8kg

Windage 0,08m2

Source accessibility
Opens by undoing an invisible locking device

Removable ORALEDS module

Modules ORALEDS 22 ORALEDS 30 ORALEDS 32

Refl ector and 

distribution variants

ERS, ERL, ECL or 

LRM single lens

ERS, ERL, ECL or 

LRM single lens

LRS or LRL 

individual  lens

Power unit from 100 to 700mA

Power from 7 to 50W from 10 to 69 W from 10 to 73 W

Luminous fl ux at 

maximum power 

at 4100K

3620lm 4937lm 4779lm

Luminous fl ux at 

maximum power 

at 3000K

3243lm 4423lm 4670lm

RE option
adjustable on site √ √ √

CA2 option
adjustable on site √ √ √

CA5 option
factory programming √ √ √

DE option
adjustable on site √ √ √

DE + CA5 option
factory programming √ √ √

DALI option
factory programming √ √ √

FC option
Compatible with the standard version and

the CA5 or DE+CA5 options

- 90 ° 90 °

- 45 ° 45 °

0

cd/klm

ELYXE ORALEDS 22/30 ERS

Imax = 780 cd/klm

780 0 °

C90 - C270

C0 - C180

C15 - C165 Mât = 4m

0.00
0.00

Courbe isolux ORALEDS 22/30

700mA 69W

12.00 m

12.00 m

40

30

- 90 ° 90 °

- 45 ° 45 °

0

cd/klm

ELYXE ORALEDS 32 LRL

Imax = 630 cd/klm

630 0 °

C90 - C270

C0 - C180

C15 - C165 Mât = 4m

0.00
0.00

Courbe isolux ORALEDS 32

700mA 73W

12.00 m

12.00 m

25

3850

- 90 ° 90 °

- 45 ° 45 °

0

cd/klm

ELYXE ORALEDS 22/30 ERL

Imax = 570 cd/klm

570 0 °

C90 - C270

C0 - C180

C15 - C165 Mât = 4m

0.00
0.00

Courbe isolux ORALEDS 22/30

700mA 69W

12.00 m

12.00 m

30
20

- 90 ° 90 °

- 45 ° 45 °

0

cd/klm

ELYXE ORALEDS 32 LRS

Imax = 600 cd/klm

600 0 °

C90 - C270

C0 - C180

C15 - C165 Mât = 4m

0.00
0.00

Courbe isolux ORALEDS 32

700mA 73W

12.00 m

12.00 m

25

38
50

• Mounting on standard pole Ø 60/62mm or specifi c pole Ø 76mm with 

spigot Ø 60mm x 85mm

• Top or suspended mounting on Indigo wall bracket with integrated 

connection box

Ø 680

72
0

67
0

Ø 680

ELYXE PORTÉ ELYXE SUSPENDU

1

2

Top-mounted on 

Indigo wall bracket

Suspended on Indigo wall 

bracket

3

Key:

ECL: wide circular beam (uniforme distribution around the luminaire), ERS: standard road lighting (emphasis on interdistance 

between poles), ERL: wide road lighting (emphasis on interdistance between poles), LRM: mixed road luminance (emphasis 

on uniformity), RE: Adjustable current, CA2: 2-level dimming calculator, CA5: 5-level dimming calculator, DE: motion sensor, 

DE + CA5: Motion sensor and dimming calculator, DALI: Compatible with the DALI protocol, FC: Compensated fl ux



1 m

2 m

3 m

4 m

5 m

6 m

LUMINAIRES ELYXE • URBAN VERSIONS
Luminaire designed: L. DAVY

Elyxe road version,
Indigo suspended
• Confi guration 

Single bracket

Recommended height: 3 to 6m

• Indigo suspended bracket
Cast aluminium

Outreach 660mm

• Pole 
Cylindroconical steel Ø 76mm

Elyxe Domino
• Confi guration 

Single bracket

Recommended height: 3 to 6m

• Pole 
Cylindroconical steel Ø 60/62mm

or special pole Ø 76mm with reducing

connector Ø 60mm x 85mm
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Elyxe

Elyxe louver version
Indigo suspended wall bracket
• Confi guration 

Suspended wall bracket

Recommended height: 3 to 6m

• Indigo suspended wall bracket
Cast aluminium

Outreach 660mm

Integrated connection box



1 m

2 m

3 m

4 m

5 m

6 m

LUMINAIRES LED ELYXE • URBAN VERSIONS
Luminaire designed: L. DAVY

Elyxe ORALEDS 22/30 Kiowa
• Confi guration 

Single bracket

Recommended height: 3 to 6m

• Kiowa wooden pole 
consists of a tubular galvanised 

steel base and a cylindric-conical

glued-laminated larch wood shaft

Pole height 4m

Elyxe ORA

• Confi gurat
Single brac

Recommen

• Kiowa wooKi
consists of

steel base

glued-lamin

Pole height

Elyxe ORALEDS 32 
Indigo top-mounted
• Confi guration

Single bracket, double bracket

Recommended height: 3 to 6m

• Indigo top-mounted bracket 
Cast aluminium

Outreach 660mm

• Luxem pole 
Stepped, cylindrical, steel 

Luminaire mounting Ø 60mm



Elyxe ORALEDS 22/30

• Confi guration 
Single bracket

Recommended height: 3 to 6m

• Pole 
Cylindroconical steel Ø 60/62mm

or special pole Ø 76mm with reducing

connector Ø 60mm x 85mm
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Elyxe ORA

• Confi gurat
Single brac

Recommen

• Pole P l
Cylindroco

or special p

connector 

Elyxe

 reducing
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